
TITANIUM SYSTEM
QUALITY AND ECONOMY 
IN DRYING AND MIXING OF MATERIALS 



The MARINI Latin America TITANIUM drying 
and mixing system brings the most advanced 
technology on the market, ensuring even more 
quality and efficiency in the production of asphalt 
mixtures.

Some special asphalt mixtures use filler, fiber and 
milled asphalt material (RAP), depending on their 
characteristics, these materials need to be added 
and heated separately to the virgin aggregates. 

Then, this homogeneous dry mixture enters the 
mixing compartment where the asphalt binder 
(CAP) will be added, in a compartment totally 
isolated from the flame of the burner, with low 
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In this way, they are added in a separate chamber 
and heated through contact with the drum to the 
proper temperature.

After heating, in the dry mixing zone, these 
additional components (filler, fiber and RAP) are 
mixed with the virgin aggregates, this guarantees 
a homogeneous mixture.

MARINI Latin America plants enable the use of up 
to 30% RAP in the asphalt mix.

oxygen content and lower temperature, as the toxic 
gases from the mixing process are incinerated 
through the burner, ensuring emission reduction. 

MAIN ADVANTAGES

 ■ Greater economy and energy efficiency;

 ■ High quality of the final result of the mixture;

 ■ TITANIUM MARINI Latin America mixing system: longer dry  
       and wet mixing time on the market. 
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The mixing compartment has large windows for 
easy access and maintenance, which can be 
easily removed.

The fi ne material from the fi ltration system returns 
to the process at a point where the CAP is already 

The TITANIUM system guarantees economy and 
energy effi ciency, as it shares the same drive 
energy of the drum. The set of blades is the 
Multi Paddle type, its design with special cavities 

MAIN ADVANTAGES

 ■ High strength components: long service life and low maintenance cost;

 ■ Greater number of strokes and mechanical energy applied. 

MIXING COMPARTMENT

ECONOMICS AND EFFICIENCY

well distributed, preventing them from absorbing 
more asphalt binder than necessary, providing 
greater adhesion and homogeneity of the mixture.

This is the process of producing asphalt mixing, 
following the strictest quality control standards. 

decrease the friction with the surface, prolonging 
its useful life. Providing in the mixture a greater 
number of strokes, synonymous with greater 
mechanical energy applied on the mixture. 



All photos, illustrations and specifications are 
based on information in effect at the date of 
publication approval.

MARINI Latin America reserves the right to 
change specifications and drawings, and to 
remove components without prior notice, as well 
as to adapt the equipment to various operating 
conditions. The yield data depends on the 
conditions of the work.

Some of the equipment mentioned are optional, 
even without explicit indication in the text.

WE AWAIT YOUR CONTACT!

MARINI Latin America
Rua Comendador Clemente Cifali, 530 | CEP 94935.225 | Distrito Industrial Ritter | Cachoeirinha/RS | Brasil
      +55 (51) 2125-5542  |  +55 (51) 2125-6614  |  +55 (51) 2125-6667
      bmla.export@bomag.com  |  bmla.export@bomag.com  |  www.marinilatinamerica.com.br/en/
Opening hours: Monday to Thursday from 07:30 to 17:30 and Friday from 07:30 to 16:30
     BOMAG MARINI Latin America          BOMAG MARINI Latin America           BOMAG MARINI Latin America
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